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Fixit® Plus Setbacks
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Installation  Fixit® Plus

RECOMMENDED BASE MATERIAL

Solid concrete is the best base material for installation. 

Be sure nothing is underneath the base material that could be damaged by drilling. 

TOOLS NEEDED

Hammer drill
3/8” masonry bit
Hammer
Socket Wrench
9/16”, 3/4” socket
Tamper-proof socket (included)*
Socket extension, 6” min.
Sharp cutting knife

If installing the optional cane stop, place the 
attachment under the base of the Fixit Plus.

Reference the Fixit Plus setback recommendations and place the 
upright in the desired location.  Use the base as a template to 
mark anchor locations and drill (4) 3/8” x 3” holes in the concrete 
with a hammer drill and masonry bit.  Clean up all concrete dust 
from drilling.
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Be sure to save your tamper-resistant tools for any 
future maintenance. They are costly to replace.
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Hammer in the (4) 3/8” wedge anchors.  Leave at least 25mm of 
exposed threads above the concrete.  

25mm min.

Place the Fixit Plus over the anchors, add washers and nuts, and 
tighten all nuts.

Top insert

Bottom insert

Use a sharp blade cutting knife to cut through the decal to 
expose the 4 bike hanger slots.

Select the orientation of the bike hanger and slide it into its 
corresponding slots.

Install the Bottom and Top inserts.
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Insert the tool cables into the cable slot in the Fixit Plus upright.

Place the top cap on the Fixit Plus and insert the (2) 3/8” x 7” carriage 
bolts through the top cap, first plate, and second plate of the Fixit 
Plus.  Secure the carriage bolts with washers and nuts.  The Penta 
nut goes over the hole the tool cables were inserted into.
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Add the 1/2” washer and 1/2” lock nut to the 1/2” x 6” carriage 
bolt.  Insert the assembled hardware, headfirst, into the top 
of the Fixit Plus.  The carriage bolt head will pass through the 
second plate hole and then slide sideways, so the carriage bolt 
engages the slot in both plates and bike hanger.  Tighten the 
lock nut and repeat with the other side. If two bike hangers are 
used, the carriage bolt will also engage the second bike hanger 
under the second plate.

First plate

Second plate

1 Hanger

2 Hangers
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InstallationFixit® Plus
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Slab
900mm x 900mm x 100mm depth

Footing
400mm diameter
X 900mm depth

Concrete foundation 
recommendations
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Installation Cane StopSee diagrams below for guidance on installing the optional Cane Stop. This attachment 
provides a cane-detectable barrier beneath the hanger arms of the Fixit for improved safety.
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Cane StopB
3/8” x 3” Wedge AnchorsA

x2
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3/8” wedge anchors
included with 
standard Fixit Plus
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MaintenanceFixit® Plus

REPLACING TOOLS

Remove the 3/8” nut and penta tamper-proof nut from the underside 
of the top cmpartment and lift out the carriage bolts. These are all best 
removed with a socket wrench, using the extension tool to enable you 
to reach the nuts.

Add or remove tools by sliding the tool cables through the 
hole at the end of the cable slot in the Fixit Plus upright.
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